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THE CLAIMS 

1 . (Currently Amended) A method of communications, comprising: 
receiving an origination request for a call, including parameters; 
automatically identifying the parameters in the origination request for the call 

responsive to r eceiving the origination request for the call; 

automatically determining in formation associated with the origination request 
for the call responsive to receiving the origination request for the call; 

automatically, s electing a communications network from a plurality of 
disparate c ommunications networks; 

**ra fi fiing information to a utomatically determining that the call is allowed on 
the selected communications network nn a function of-responsive to t he origination request 
for the call the parameters, and the informatio nthat the coll - io allow o d on tho Gotoo t od 
communications notworlt; and 

automatically o riginating the call over the selected communications network 
responsive to determining that the call is allowed on the selected communications network , 

2. (Original) The method of claim 1 wherein at least a portion of the information 
is accessed from at least one of a SIM card, a R-UIM card, and a USIM card. 

3. (Original) The method of claim 1 wherein the call origination request 
comprises an indication that the call is an emergency call. 

4. (Original) The method of claim 3 further comprising indicating that the call is 
allowed on each one of the plurality of communications networks. 

5. (Original) The method of claim 1 wherein the call origination request 
comprises a dialing string input. 

6. (Original) The method of claim 5 further comprising altering the dialing string 
before originating the call. 
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7. (Original) The method of claim 6 wherein the altering of the dialing string 
comprises replacing the dialing string with a new dialing string. 

8. (Original) The method of claim 6 wherein the altering of the dialing string 
comprises replacing the dialing string with a service request code. 

9. (Original) The method of claim I further comprising indicating that the call is 
allowed on the selected communications network. 

10. (Currently Amended) A method of communications, comprising: 
receiving an origination request for a call , including parameters; 
automatically identifying the parameters in the origination request for the call 

responsive to receiving the origination request fo r the call: 

automatically determining information associated with the origination request 
for the call responsive to receiving the origination request foT the call: 

automatically s electing a communications network from a plurality of 
disparate c ommunications networks; 

ftfloonning information to a utomatical ly determin eing that the call is not 
a|lowed on the selected communications network a fr -a function o£ - r esponsi v e to t he 
origination reques t for the call, the parameters, and the informatio nthat tho oall io not allow e d 
on tho s elected communications n e twork ; and 

automatically p reventing the call ftom being originated over the selected 
communications networ k responsive to determining that the call is n ot allowed on the 
selected com munications network. 

U. (Original) The method of claim 10 wherein at least a portion of the 
information is accessed ftom at least one of a SIM card, a R-UIM card, and a USIM card. 

12. (Currently Amended) Computer readable media embodying a program of 
instructions executable by a computer program to perform a method of communications, the 
method comprising: 

receiving an origination request for a call, including parameters: 



3 



PAGE 5/23* RCVD AT 3120/2006 5:02:18 PM [Eastern Standard Time] 1 SVR:USPTO-EFXRF-3/7 * DNIS:2738300 1 CSB)^* DURATION (mm-$s):0M0 



Mar-20-2006 01 :56pm FroiD-8588456880 



+ 



T-316 P. 006/01 3 F-273 



Docket No. 030517 Serial No, 10/752,607 

automatically identify™? the parameters in the originatio n request for the call 
responsive to receiving the origination request for the call; 

automatically determining information associated with the origination request 
for the call responsive to receiving the origination req uest for the call: 

automatically selecting a communications network from a plurality of 
disparate c ommunications networks; 

ae a s flfting information to automatically d etertrrinein g whether the call is 
allowed on the selected communications network as a function of responsive to t he 
origination reques t for the call, the parameters, and the information , whothor tho call ip 
allow e d on fro oolocted communications network; and 

automatically originating the call over the selected communications network if 
the call is determined to be allowed* and automatically, p reventing the call from being 
originated over the selected communications network if the call is determined not to be 
allowed. 

13. (Original) The computer readable media of claim 12 wherein at least a portion 
of the information is accessed from at least one of a SIM card, a R-UTM card, or a USIM 
card, 

14. (Original) The computer readable media of claim 12 wherein the call 
origination request comprises an indication that the call is an emergency call. 

15. (Original) The computer readable media of claim 14 wherein the method 
further comprises indicating that the call is allowed on each one of the plurality of 
communications networks. 

16. (Original) The computer readable media of claim 12 wherein the call 
prigination request comprises a dialing string input 

17. (Original) The computer readable media of claim 16 wherein the method 
further comprises altering the dialing string before originating the call. 
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18. (Original) The computer readable media of claim 17 wherein the altering of 
the dialing string comprises replacing the dialing string with a new dialing string. 

19. (Original) The computer readable media of claim 17 wherein the altering of 
the dialing string comprises replacing the dialing string with a service request code. 

20. (Original) The computer readable media of claim 12 wherein the method 
further comprises indicating that the call is allowed on the selected communications network. 

2 1 . (Currently Amended) A communications device, comprising: 

an input device configured to receive an origination request for a call A 
iqcludinfl parameters; 

a memory device for storing information; 
a processor configured to; 

automatically identify the parameters in the origination request for the call 
responsive to receiving the origination request foT the call. 

automatically determine the information associated with the origination 
request for the call responsive to receiving the origination request for the call, 

automatically s elect a communications networic from a plurality of disparate 
communications networks, 

aaeess th e information ■aft^ -automaricallv d etermin e whether the call is allowed 
on the selected communications network as a function of r esponsive to t he origination request 
for the call T the parameters, and the information whothor tho call ig allowod on the sel e cted 
communications network , 

automatically o riginate the call over the selected communications network if 
the processor determines that the call is allowed, and 

automatically p revent the call from being originated over the selected 
communications network if the processor determines that the call is not allowed. 

22. (Original) The communications device of claim 21 wherein the processor 
comprises at least one of a SIM card, a R-UIM card, and a USIM card, said at least one of the 
cards having at least a portion of the information accessed by the processor. 
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23. (Original) The communications device of claim 21 wherein the call origination 
request comprises an indication that the call is an emergency call. 

24. (Original) The communications device of claim 23 wherein the processor is 
further configured to indicate that the call is allowed on each one of the plurality of 
communications networks. 

25. (Original) The communications device of claim 21 wherein the call origination 
request comprises a dialing string input. 

26. (Original) The communications device of claim 25 wherein the processor is 
further configured to alter the dialing string before originating the call. 

27. (Original) The communications device of claim 26 wherein the processor is 
further configured to alter the dialing string by replacing the dialing string with a new dialing 
string* 

28. (Original) The communications device of claim 26 wherein the processor is 
further configured to alter the dialing siring by replacing the dialing string with a service 
request code. 

29. (Currently Amended) A communications device, comprising: 

means for receiving an origination request for a call, including parameters: 

means for automatically identifying the parameters in the origination request 
for the call responsive to receiving the origination request for the call; 

means for automatically determining information associated with the 
origination recmest for the call responsive to receiving the origination request for the call; 

means for automatically s electing a communications network from a plurality 
of disparate c ommunications networks; 

means for aocoDDing - kifo u nation to a utomatically d ctermin eing whether the 
call is allowed on the selected communications network ao a function of r esponsive to t he 
origination reques t for the calh the parameters, and the infonnation^-wk e l hor - tho call ie 
lowed on tho solootod communications notwotlc ; 
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means for automatically originating the call over the selected communications 
network if the call is determined to be allowed; and 

means for automatically p reventing the call over the selected communications 
network if the call is determined not be allowed. 
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